
Subject to technical alterations!

MC

13.1

Pressure Filters DF and DFR

Characteristics                                                         Application              Material

Type DF is an Filtration of 昀氀uids Body made from polypropylene,
in-line pressure 昀椀lter. EPDM - seal,
Type DFR is an Filter made from

in-line pressure 昀椀lter with stainless steel mesh
self-cleaning cycle.

All contamination particles

are collectively drained o昀昀 by opening the valve.

Type DF

Type DFR

 

Type Thread 

Max. 

pressure

(bar)

Filtration 

capacity

l/min.

Grade of 

昀椀ltration
µm

   

H L Ø

DF G 1/2“ 14 80-100 32-50-80-100 138 99 74

DF G 3/4“ 14 80-100 32-50-80-100 138 99 74

DF G 1“ 14 150-160 32-50-80-100 165 107 86

DF G 1 1/4“ 15 200-280 32-50-80-100 280 146 116

DF G 1 1/2“ 15 200-280 32-50-80-100 280 146 116

     

Type Thread 

Max. 

pressure

(bar)

Filtration 

capacity

l/min.

Grade of 

昀椀ltration
µm

    

H L Ø d

DFR G 1“ 14 150-160 32-50-80-100 227 107 86 16

DFR G 1 1/4“ 15 200-280 32-50-80-100 365 146 116 19

DFR G 1 1/2“ 15 200-280 32-50-80-100 365 146 116 19


