Pin Swirl Nozzle SP
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Characteristics

Mu. 1

Micro spray coming from all
inherent pressure nozzles,
Large percentage of droplets
below 50 pm,
No swirl insert,
With filter 10 ym.

Due to the spray’s high-energy force of impact

on the swirl pin, the droplets are micro-atomized.
They float around the area before they are
absorbed by air (evaporation).

Application

Conic spray

Dust suppression

Moistening

Air humidification
Cooling
Direct cooling
Watering

The diagram shows how well the atomization effect is facilitated:
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Material

Nozzle made from Brass

Swirl pin made from stainl. steel
Entirely made from stainl. steel
Other materials on request

Hollow cone
spray pattern

Dimensions in mm

Thread R L L1 SW
1/8“ 19 7 13
1/4¢ 32 | 10 14
Order example: (thread - type - material) 1/4“ - SP 6 - V2A
B = outlet bore
B Spray circle at Flow rate V (I/min.) at pressure p (bar)
R | Type | O 90° | 150° | bar bar bar bar bar bar bar bar bar bar
(mm) | mm | mm 1 2 3 5 7 10 20 30 50 70
SP2 | 0.20 0.02 0.04 005 006 007 009 013 015 018 0.20
SP 2.5| 0.25 0.03 0.05 006 008 009 012 0.16 0.21 0.27 0.32
1/8“| SP 3 | 0.30 0.04 0.06 0.07 0.09 0.11 0.13 019 023 037 044
SP4 | 040 0.07 010 012 016 019 022 032 039 059 0.70
°" 1'sP5| 050 | 300 | 1100 | 0.15 0.22 026 034 040 048 068 0.84 1.08 1.28
1/4«| SP6 | 0.60 | 380 | 1500 | 0.23 032 040 050 060 0.72 1.02 1.25 1.60 1.90
SP7 | 070 | 460 | 1650 | 0.30 040 050 065 0.78 0.94 1.30 160 210 2.50
SP8 | 0.80 | 530 | 1800 | 040 060 0.70 0.90 1.10 1.30 1.80 225 290 3.40
SP10| 1.00 | 610 | 2300 | 0.60  0.90 1.10 1.40 170 200 285 350 450 535
SP12| 1.20 | 690 | 2500 | 0.90 1.30 160 200 240 290 410 500 645 7.60
SP14| 140 | 760 | 2700 | 1.20 170 210 270 320 380 540 6.60 8.60 10.1
1/4” |SP17| 1.70 | 910 | 2900 | 1.70 240 3.00 3.84 450 5.40 7.65 940 12.1 14.3
SP20| 2.00 | 1200 | 3400 | 250 350 430 550 6.50 7.80 11.0 13.5 174  20.6
SP 30| 3.00 | 1500 | 6800 | 550 7.80 9.60 12.4 14.7 175 248 303 39.0 46.0

Subject to technical alterations!
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