Molecular Atomizer M

MC

Hollow cone nozzle with swirl insert and inherent pressure mirco-atomization

Characteristics

Hollow cone spray pattern
with micro-atomization due to
inherent pressure,

Uniform droplet distribution

Functionality:

Application

Cooling

Spraying

Dust suppression
Moistening

Air and gas washing
Fogging
Combustion
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Material

Brass

Nickel silver
Stainless steel
Others on request
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Liquid is pressed into the
swirl chamber (3) via the
swirl slot (2). There, it is 5 L3
vortexed and exits via A _
a drilling insert (1) as R
hollow cone (5) with an
inner air core (4). Type M Lﬂﬂ—J
It is micro-atomized. With screw-in filter,
_curren.tly the drilling Type MH Type CM
insertis M 0.15-M 0.6 . .
nickel silver: From size M 0.7 Mouthpiece
available from M 0.7 in with dome fllter,. to. be claimped
stainless steel. al§q avgllable without with 3/8% nut.
drilling insert.
Thre. Dimensions in mm
R | L|L1|SW]|L2|Ls
1/4“ |22 (10| 14 |18 |16
Order example: (type - material) 1/4“ M3 - 1.4305 with screw-in filter - Caution! Table is in I/h!
Flow rate V (I/h.) at pressure p (bar)
Type (mgm) bar bar bar bar bar bar bar bar bar bar bar bar Spray angle
1.5 2 3 4 5 7 10 15 20 35 50 70 | 60° 80° 110°
M 0.6 0.35 3.06 362 433 530 3.12 809 968 11.4 *
M 0.7 0.40 372 440 526 644 744 984 118 13.9 *
M1 0.50 3.80 450 510 6.00 7.00 880 10.2 133 16.0 18.9 * *
M1.5 0.60 580 6.70 7.60 9.00 10.7 13.0 15.0 20.0 24.0 284 * *
M2 0.70 | 550 6.30 780 920 100 121 143 172 200 269 320 378 * *
M3 080 |830 970 115 137 153 178 214 26.0 30.0 401 480 56.8 * *
M4 1.00 1.0 13.0 155 18.0 20.2 238 286 348 400 53.7 64.0 757 * *
M6 1.00 | 165 194 230 270 303 36.0 43.0 520 600 795 96.0 114 * *
M8 150 | 220 26.0 31.0 36.0 404 477 572 70.0 80.0 106 130 151 * *
M 10 160 | 277 320 387 455 505 598 715 870 100 133 160 189 * *
M 12 190 |322 390 46.7 544 60.7 719 857 105 120 163 190 227 * *
M 14 190 | 383 450 550 630 708 833 100 121 140 189 225 265 * *
M 18 190 |49.8 580 700 813 910 10 129 156 180 242 289 341 * *
M 22 190 [61.0 700 860 100 111 132 157 190 220 295 350 416 * *
M 26 220 | 720 85.0 100 117 131 155 186 226 260 348 415 467 * *
Subject to technical alterations! 412




