
Subject to technical alterations!

MC

8.1

Sleeves and Reducers

 
Thread

connection

Sleeve dimensions (mm)
    L     D L1 L2 SW

1/16”    10    10

1/8”    11    14 10 14

1/4”    12    17 24 10 17

3/8”    15    20 26 10 22

1/2”    18    25 30 15 27

3/4”    22    32 35 20 32

1”    25    36 40 40 36
    

Sleeves

Short and long type

Material:  brass and stainless steel

Type MK

welded sleeve

short
Type ML

welded sleeve

long

Type MKd

special sleeve

on request

Type MKR

welded sleeve

with radius

(R = 10-12.5-16-
20-25-31 mm)

Type MS

screwed socket

Extension adapters
 
  

Thre.

G+R
G1 L SW

1/8“ 1/8“  18 12

1/4“ 1/4“  22 17

3/8“ 3/8“  24 22

1/2“ 1/2“  32 24

                      

Type R1 

Thread R
L1             G1 SW

1/4“ 18 1/8“  14

3/8“ 19 1/8“-1/4“  17

1/2“ 27 1/8“-1/4“-3/8“  22

3/4“ 32 1/8“-1/4“-3/8“-1/2“  27

 

Reducers

N

with conic

male thread

NI

with female thread

NG

with cylindric

male thread

R 1
with male and female thread

   

Type R2

Thread R
Lr d

G L SW

A B C A B C A B C

1/8”  7 Ø 4 1/8” 1/4” 3/8” 20 24 25 14 17 22

1/4” 10 Ø 7 1/4” 3/8” 1/2” 27 28 32 17 22 27

3/8” 11 Ø 10 3/8” 1/2” 3/4” 28 32 36 22 27 32

1/2” 13 Ø 14 1/2” 3/4” 1” 35 38 42 27 32 41

R 2
with male and female thread

other variants available on request

Order example: (type - male thread - female thread - material)

                            R 2 - 1/4“ - 3/8“ - VA

Illu. 1 Illu. 2
Illu. 3

Illu. 4

Illu. 5

Illu. 7 Illu. 8 Illu. 9

Illu. 10

Illu. 11

Illu. 6

Type MKE

welded sleeve 

to be plugged in

on request


