
Subject to technical alterations!
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Quick-Connect System “Camloc“

• Couplings made from glass 昀椀ber reinforced polypropylene
• Locking handle made from rustproof stainless steel

• BSP-thread

• All couplings with female thread have seal faces for O-rings 

• Max. pressure: 9 bar for couplings up to 2“, 5 bar for couplings 2 1/2“+ 3“                                         

• Seals made from EPDM; Viton and NBR available on request
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Type 
1/2“ 3/4“ 1“ 1 1/4“ 1 1/2“ 2“ *  2 1/2“ *  3“ 

Item No. Item No. Item No. Item No. Item No. Item No. Item No. Item No.

A 181 03A2 181 03A 181 04A 181 05 A 181 06A 181 07A 181 09A8 181 09A

B 181 03B2 181 03B 181 04B 181 05 B 181 06B 181 07B 181 09B8 181 09B

    
181 05C Ø30

181 05C Ø32 

181 06C5 Ø32  181 09C Ø60

181 09C Ø63

181 09C Ø75

181 09C Ø78 

181 09C Ø60

181 09C Ø63

181 09C Ø75

181 09C Ø78

C 181 03C2 Ø13 181 03C Ø19 181 04C Ø25 181 06C5 Ø38 181 07C Ø50

    181 06C Ø40  

D 181 03D2 181 03D 181 04 D 181 05D 181 06D 181 07D 181 09D8 181 09D

    
181 05E Ø30

181 05E Ø32 

181 06E5 Ø32  181 09E Ø60

181 09E Ø63

181 09E Ø75

181 09E Ø78 

181 09E Ø60

181 09E Ø63

181 09E Ø75

181 09E Ø78  

E 181 03E2 Ø13 181 03E Ø19 181 04E Ø25 181 06E Ø38 181 07E Ø50

    181 06E Ø40  

F 181 03F2 181 03F 181 04F 181 05F 181 06F 181 07F

181 09F8 

181 09F

G  181 03G 181 04G 181 05G 181 06G 181 07G 181 09G

H  181 03H 181 04H 181 05H 181 06H 181 07H 181 09H
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Thread sizes 2 1/2“ and 3“ feature the same plug size and seals!


