
Subject to technical alterations!

MC

8.5

Mounting Clamp Type KF

Compact unit as swivel system

Characteristics   Application  Material

The unit is simply and tightly mounted to Washing Plastic PP

14 mm or 20 mm drilled pipe with Cleaning Screw: stainless steel

one single screw. Rinsing

There are several ball nozzles with Phosphating

昀氀at fan, hollow and full cone spray pattern Chromating
to choose from. Degreasing

Max. temperature = 90° C, max. pressure = 4 bar.  Process engineering

d = Ø 14 mm or 20 mm

pipe-Ø = 1 1/4“ resp. 42 or 40 mm

Mounting clamp KF 1 1/4“

Ball 昀氀at fan nozzle KFA

ball-Ø 34.3 mm Cap nut KF

Blind

1/8“

1/4“

3/8“

1/2“

Ball with female thread

KF

Spray angle 65°                           
Color-

coding 
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KFA 1320 black 1.60 1.89 2.26 2.77 3.20 3.58 3.92 4.23 4.53

KFA 1630 purple 3.15 3.73 4.45 5.46 6.30 7.04 7.72 8.33 8.91

KFA 1800 brown 4.00 4.73 5.66 6.93 8.00 8.94 9.80 10.6 11.3

KFA 1950 yellow 4.75 5.62 6.72 8.23 9.50 10.6 11.6 12.6 13.4

KFA 2110 grey 5.50 6.51 7.78 9.53 11.0 12.3 13.5 14.6 15.6

KFA 2125 red 6.25 7.40 8.84 10.8 12.5 14.0 15.3 16.5 17.7

KFA 2160 green 8.00 9.47 11.3 13.9 16.0 17.9 19.6 21.2 22.6

KFA 2188 blue 9.40 11.1 13.3 16.3 18.8 21.0 23.0 24.9 26.6

KFA 2220 light blue 11.0 13.0 15.6 19.1 22.0 24.6 26.9 29.1 31.1

KFA 2279 white 14.0 16.5 19.7 14.2 27.9 31.2 34.2 36.9 39.5

KFA 2410 pink 20.1 24.3 29.0 35.5 41.0 45.8 50.2 54.2 56.0
                                                                                                                                                     

. KF-Clip

Also available as KF-clip

        d =  Ø 14 or 20 mm

      pipe-Ø 1“ white

  Ø 1 1/4“ grey

  Ø 1 1/2“ black
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