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Mounting Clamps Types H, HB and HS

Characteristics type H

For 1/2%, 3/4“ and 1“ pipes.
Clamping of all C-nozzle mouthpieces
by means of a 3/8" threaded nut.

Mu. 1

Type H

Filter with

(see page 14.4)

i and without drip-stop

Application type H

In all settings requiring easy installation
and individual adjustment of the
nozzle's spray direction.

Nozzle mouthpiece
(see page 7.2 - 7.6)

Threaded nut

/ 38"

Ball nozzles K 15 can also be clamped.

Flat fan nozzle mouthpieces CFE

lu. 2
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Elliptical
outlet 148
geometry,
only 110°
spray angle

For agricultural and industrial rinsing nozzles!

Characteristics type HB and HS

For 1/2¢, 3/4“ and 1“ pipes.

Fast and tight clamping of all C-nozzle
mouthpieces by means of a bayonet nut
with or without integrated drip-stop.

lllu. 3 Type HB

(see page 2.10)

Material: plastic (Kemetal)

Spray angle 110°
A = equivalent bore diameter

Material type H

PP plastic

Screw: VA

Fits pipe

12 = 20-25mm
3/4° = 25-27 mm
1¢ = 32-35mm
Pipe bore

1/2¢ = 7 mm

3/4“ = 10 mm

1¢ = 10 mm

Flow rate V (I/min.)
Code A at pressure p (bar)
resp. Color (4]
size (mm)| bar bar bar bar bar
1 1.5 2 3 4

CFE 1 orange | 0.6 |0.23 0.28 0.32 0.39 0.46
CFE 1.5 | green 0.8 [0.34 042 048 0.59 0.68
CFE 2 yellow | 0.9 (0.46 0.56 0.64 0.79 0.91
CFE 3 blue 1.1 10.68 0.84 0.97 1.18 1.37
CFE 4 red 1.3 1091 112 129 1.58 1.82
CFE 5 brown 1.5 [1.14 140 161 197 2.28
CFE 6 grey 1.6 [1.37 167 193 237 274
CFE 8 white 1.8 [1.82 223 258 3.16 3.65
CFE 10 |lightblue| 2.0 [2.28 2.79 3.22 3.95 4.56

Application type HB and HS
All settings requiring the fast and easy

mounting of nozzles with fixed spray
direction and drip-stop.

llu. 4

Seal

! Filter with
and without drip-stop

\
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Nozzle
mouthpiece
Fits pipe
1/2° = 20 -25 mm
3/4“ = 25-27 mm
1 = 32-35mm

g

Bayonet nut

Pipe bore

1/2° = 7 mm
3/4“ = 10 mm
1 =10 mm

Material type HB and HS

PP Plastic
Screw made from VA
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Integrated drip-stop

8.7

Subject to technical alterations!



